Thank you for preliminary construction drawings and the building repair recommendations. In the final report that will submit to Expo Company end of May’13, we would like Engineering Company  to provide the following minimum information that can be incorporated in Expo Company standard tendering package:
1. Drawings

· Set of drawings that required for construction   

2. Scope of work

· Detailed scope of work

i. General

ii. Work included

iii. Work not included

3. Site conditions

· Site conditions that will be considered during constructions 

4. Permits

· Indicate if Expo Company needs to obtain any permits for this project

5. Recycle and re-use

· Indicate the process for construction debris storage and removal from the site

· Indicate existing materials reuse possibilities 

6. Project controls

· Indicate project control and progress reporting during construction

· Indicate construction conformance with design control system

· Indicate process for supervision of construction work

7. Quality control and assurance

· Indicate quality control/assurance approach utilized during construction (concrete mix, rebar, design compliance, forms, anodes, etc.)

8. Specifications 

· Concrete

i. Quantities

ii. Product data sheets

iii. Suppliers, manufacturers

iv. References  to regulations, if applicable

v. Installation, curing, protection methods

vi. Delivery, storage, and handling

vii. Environmental conditions

viii. General workmanship, manufacturer compliance

ix. Verification sampling

x. Quality assurance

xi. Warranty

· Reinforcing steel

i. Quantities

ii. Product data sheets

iii. Suppliers, manufacturers

iv. References  to regulations, if applicable

v. Installation, curing, protection methods

vi. Delivery, storage, and handling

vii. Environmental conditions

viii. General workmanship, manufacturer compliance

ix. Verification sampling

x. Quality assurance

xi. Warranty

· Discrete sacrificial anodes

i. Quantities

ii. Product data sheets

iii. Suppliers, manufacturers

iv. References  to regulations, if applicable

v. Installation, curing, protection methods

vi. Delivery, storage, and handling

vii. Environmental conditions

viii. General workmanship, manufacturer compliance

ix. Verification sampling

x. Quality assurance

xi. Warranty

· Concrete Coating Sealer

i. Quantities

ii. Product data sheets

iii. Suppliers, manufacturers

iv. References  to regulations, if applicable

v. Installation, curing, protection methods

vi. Delivery, storage, and handling

vii. Environmental conditions

viii. General workmanship, manufacturer compliance

ix. Verification sampling

x. Quality assurance

xi. Warranty

· Expansion Joint Dowels

i. Quantities

ii. Product data sheets

iii. Suppliers, manufacturers

iv. References  to regulations, if applicable

v. Installation, curing, protection methods

vi. Delivery, storage, and handling

vii. Environmental conditions

viii. General workmanship, manufacturer compliance

ix. Verification sampling

x. Quality assurance

xi. Warranty

9. If contractor identify for any discrepancies in the plans, specifications or details. During the construction it may be necessary to alter what is built from the original design because of utility conflicts or other situation that may arise. If a change notes are prepared by the engineering company and provided to Project Manager. Well there is cost associated with it?
