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      Task 3 – Routing practice
Give valid IPs in the following table 

	Devices
	Interface
	IP
	Netmask

	Router B
	Interface 1
	
	

	
	Interface 2
	
	

	
	Interface 3
	
	

	Router C
	Interface 1
	
	

	
	Interface 2
	
	

	Host A
	Interface 1
	
	

	Host B
	Interface 1
	
	

	Host C
	Interface 1
	
	

	Host D
	Interface 1
	
	


             [image: image1.png]:\Docunents and Settings\Administratordroute print
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Interface List
Bt
B2

- MS TCP Logpback interface
_ InteICRY PRO/188+ Management Adapter — Deterninil

60762 h3 63 88 37
stic Netuork Enhancer Minipert
©x20083 ...00 50 04 01 29 b1

T8> - Deterministic Netuork Enhancer Miniport

. 3Con EtherLink XL 10,108 PCI TX NIC (3C9@5B-|

Active Route:

Netuork Destination Netmask Gateway Interface Metric
0.0.0.0 0.0.0.6  192.168.1.100 192.168.1.56 20
127.8.0.0 255.9.0.0 127.0.6.1 127.6.6.1 1
192.168.1.8 _ 255.255.255 8 192.168.1.56 192.168.1.56 20
192.168.1,56 255.255.255.255 127.6.6.1 127.6.6.1 20
192.168.1.255 255.255.255.255 192.168.1.56 192.168.1.56 20
224.9.0.0 240.9.0.0 192.16811.56 192.16811.56 26
255.255.255.255  255.255.255.255 192.16811.56 192.16801.56 1
255255255255 255255255255 192.16801.56 H 1
Defauit Gateway: 192:16821 100

Persistent Routes
Netuork Address Netmask Gateway Address Metwic
140.142.69.192 255.255.255.224 172.31.4.1 1

\Docunents and Settings\Adninistrator>ipconfig /all

Windous IP Configuration

Host Name . . . . . .. .....: issaquah
Primary Dns Sufedx’ 111110

Node Type . . . DITITITIT Hybeia
IP Routing Enabled) [ 1 1 1111 : Yes

WINS Proxy Enabled: : 111111 :No

DNS Suffix Search List yahoo.con

Ethernet adapter Local Area Connection 2:

Media State . . . . . . . ...
Deseription - 1 11111111
Physical fddress. - 1 1 1111

Media disconnected
IntelCR) PRO/160+ Management Adapter
00-02-B3-83-88-37

Ethernet adapter Local firea Connection:

Connection-specific DNS Suffix .
Deseription - - . - . ... . .

SB-TX>
Physical Address.
DHCP Enabled. . .
IP Address. . . .
Subnet Mask . . .
Default Gateway .
DNS Servers . . .
Prinary UINS Serbe

3Con EtherLink XL 10,108 PCI TX NIC <3C90)
99-50-04-01-29-51

192 168.1.56
2552552550
192.168.1.100
19201681127
19201681127

:\Docunents and Settings\Adninistrator>





Based on the Network diagram and the Host A configuration given above ,  Give the correct commands you  should use to add the required routing entries to the routing table in order to make Host A be able to reach Host B, Host C and Host D.

